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7 he KTA Instrument Sales & Service 
Gazette is a newsletter designed to provide 
you with technical information and to 
inform you of bargains, new products and 
new services offered by the KTA Instrument 
Sales & Service Group.  
 
KTA is the oldest and largest, full-service 
distributor of coatings inspection 
instruments and standards in the U.S. Our 
strict quality assurance requirements ensure 
that you receive quality instruments, and our 
available next day delivery helps ensure you 
get the equipment you need on time. 
 
If you’re a new customer, welcome. We 
hope you’ ll be pleased with our products 
and our customer service. If you’ve been our 
customer, we appreciate your loyalty. Either 
way, we are dedicated to providing you 
quality products and technical guidance, as 
well as timely calibration, certification and 
repair services. 
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LAST CHANCE FOR $998.00 

BARGAIN! 

: hether you’ re equipping your field 
quality control personnel or just starting out, 
the KTA Basic Inspection Instrument kit is a 
great bargain. For 9 years, we have held the 
price below $1,000.00 ($998.00). You save 
nearly $200.00, compared to purchasing 
the items separately. 
 

%ut no great deal lasts forever. Effective 
January 1, 2006, the basic kit price will 
increase to $1,098.00. Order your kit before 
December 31, 2005 and take advantage of 
this LAST CHANCE offer.  
 
The basic kit includes: 
·  Sling Psychrometer 
·  US Weather Bureau Psychrometric Tables 
·  Surface Temperature Thermometer 
·  TestexÒ Micrometer (for surface profile) 
·  TestexÒ X-Coarse Replica Tape (50 pcs.) 
·  SSPC Surface Preparation Specifications 
·  Stainless Steel Wet Film Thickness Gage 
·  Electronic Coating Thickness Gage 
·  SSPC PA2 Thickness Specification 
·  Calibration Shims 
·  Inspection Microscope 
·  New and Improved Aluminum Reinforced 

Hard Shell Lockable Carrying Case 
 

Our Dedicated Staff of Professionals 
Includes: 
 
·  Cathy Farbotnik, Supervisor (x161) 
·  Linda Tessore, Sales Representative 

and Rental Services (x164) 
·  Toni Cain, Sales Representative and 

Accounts Receivable (x160) 
·  Bonnie Novak, Sales Representative 

and Repair Services (x165) 
·  Doris Bridges, Shipping & 

Receiving, Inventory Management 
(x166) 



NEW FROM KTA 
EXTECH DIGITAL PSYCHROMETER & 

INFRARED THERMOMETER 
 

The precision, hand-held digital psychrometer 
contains a triple display with backlighting for 
viewing air temperature, relative humidity, 
surface temperature, dew point temperature and 
wet bulb temperature (3 conditions 
simultaneously). Instrument includes a non-
contact infrared thermometer with laser sighting, 
8:1 distance-to-target ratio and adjustable 
emissivity (0.3-0.99), as well as a retractable 
probe for protection during transportation/ 
storage and auto-off . Kit includes RS 232 
interface cable, calibration bottles, batteries 
and carrying case. 
 
Size:  7” x 3” x 2”  
Accuracy:  +/- 3% 
Ranges:  RH: 10-90%, Surface Temp.: -40-

932oF; Air Temp.: -4-122oF 
Dew Point: -90.4-122oF;  
Wet Bulb: -6.9-122oF 

Pr icing: Instrument Only: $199.00 
  Kit: $229.00 (only $30.00 more!) 
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FEATURED PRODUCT: 
NEW FISCHER DUALSCOPE® MPOR – SK  

 
The Fischer Dualscope® MP0R – SK is a 
new, very easy-to-use coating thickness 
gage that measures coating thickness over 
BOTH ferrous and non-ferrous metal 
substrates. This small yet robust unit has two 
displays making it ideal for measuring on 
“ I” beams or other structures as well as for 
incoming inspection or in-house quality 
control of parts that have been painted, 
powder coated, plated, or anodized.  The 
Dualscope® MP0R–SK can be adjusted to 
any known thickness such as a foil or 
standard. Measuring range: 0-80 mils. 
Conforms to new ASTM D 7091-05 and 
SSPC-PA2 (2004) 
 

Price: Only $745.00 
 

Each gage is equipped with: 
·  Carrying case  
·  Lanyard  
·  Battery  
·  Operation manual  
·  Certified calibration foils  
·  Certificate of calibration 
 

ASTM PUBLISHES NEW STANDARD 
PRACTICE FOR DRY FILM THICKNESS 

MEASUREMENT 
 

In July 2005, ASTM published Standard 
Practice D7091-05, “Nondestructive 
Measurement of Dry Film Thickness of 
Nonmagnetic Coatings Applied to Ferrous 
Metals and Nonmagnetic, Nonconductive 
Coatings Applied to Non-Ferrous Metals.” 
The new practice replaces ASTM D1186 
and ASTM D1400. Contact ASTM 
(www.astm.org) for your copy.  

UPCOMING KTA TRADESHOW 
PARTICIPATION 

 
Come and See Us! 
 
World of Concrete (Las Vegas, NV) 
January 16-20, 2006 (Booth S11447) 
 

PACE 2006 (Tampa, FL) 
January 29-February 1, 2006 (Booth 800) 


